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TENDER FORM

Provide & Supply of Surveillance Equipment

DESCRIPTION | QTY RATE |  AMOUNT
(RS.) (RS.)

| IP CAMERA- MINI DOMI, - 1.3 MP-HIK

B - h -
VISION OR EQUIVALENT Ddloa)s 044
L ML ‘\'r._-; = |
I. Support dual stream, and the sub-stream
for mobile surveillance

2, High-performance and long service life
infrared LED, Approx. 10 to 30 meters
IR range

5, Must Support intrusion  detection

¢
crossing detection
b Must Support VCA, which is compathle

with NVR for the second time of v

'-\.'.I'.'.'E'.'.Ii'_' and analyzing SN "" r 4
g ] B - . ? ’
Up w 1.3 megapixel (1280 = G60

resolution
0, Wi-IFi Suppon

Standard video compression with high . P

e e it | gz Q $rM16
compression  ratio, ROl (region ol
interest) encoding 10
8. Progressive scan CMOS, capture mo i
video without moeised margin
Built-in. Micro SD/SDIHC/SINA
slot, up to 128 GB
0. Ingress Protection level: [P66
1. Two-way audio Suppon
12. Audio Support Input Qutput
13, TR ctit filter with auto switch
4. PoE (Power over Ethernet)
Impact Protection; 1EC60068-2-73 151,
[h, 20): ENS0102, up to 1K 10
16. Other functions: rotate maode,
Wror, reset pulton, e
7. Image Sensor: 1/3! Propressive  Scan
CMOS
[8. Min. [lumination: L Lux @ (]
AGC ONY L0 Lux with IR, 0,028 |
(F2.0. AGC ON)Y 0D | '_-.'-‘ with lIr\. /'_?\‘
19, Shutter Speed: 1/3 st 17100000 5 e
20. Lens: Angle of wview: 92.5%@2.8mm 174
R B h . ' ' T Kaac
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67

B 66, The camera Box should include

following items:-

a. [P Camera

b. Power Adaptor 220

¢. Screw driver L Key tvpe [or
camera

d.  Weather proof network conmecto
cOover

e. Camera manual

I. Packing

. Power supply should be included on each

M.

NVR - 32 channel HIK VISION OR

playing back by tags

1 | EQUIVALENT
1 |

. Connectable o the third-party network

cameras like like ACTIL, Arecont, AXIS

1 Bosch, Brickcom, Canon, ONVIF,
PANASONIC, Pelco, PSIA,
SAMSUNG, SANYO, SONY and

“ Vivotek and ZAVIO

| 2. Video Content Analysis: NVR Should
support VCA for smart search

3. Stream Media Server: NVR should

= support Stream Media Server Lo incrads
the number of users on Network or 1o |
decrease the load over WAN connectio
fir multple users at remote location

B " 4. Upto 64 network cameras can be 05
connected Units

5. Support live view, storage, and playback

- of the connected camera with up to the
"’ resolution of S megapixels

6. Simultaneous HDMI and VGA at 1920
080 resolution.

- 7. New GUI and support starting recond
with one key:

8. Redundant recording, holidiy recording
and capture schedule configuration:

9, Realize instant playback for assigned
channel during multi-channel display
mode.

- 10. Up to 16-ch synchronous playback at
4CIF resolution |

I'1. Smart search for the selected area in the
video

| 2. Customization of tags, searching, and

Tender # ME/G3 201516




41

Tender # ME/O3/2015-16

Main stream: 25 fps () /

1. Sub-stream: 25 fps (P) / 30 Ips

_ (N)

'EVBS output: 1-ch, BNC (1.0 Vp-p. 75

Q)

539, Resolution: 704 = 376 (PAL); 704 «
480 (NTSC)

40. HDM | output: 1-ch,resolution: [92(
1080P /60Hz, 1920 = [08GP /30Hz, 1600
x 1200 /60Hz, 1280 = 1024 /60Hz, 1280
= 720 /60Hz, 1024 = 768 /60Hz

41. VGA output:  1-ch, resolution: 1920
1080P /60Hz, 1600 = 1200 /60Hz, 1280
x 1024 /60Hz, 1280 = 720 /60Hz, 1024 |
< 768 /60Hz

42. Audio output: 2-ch, BNC '
(Linear, 600€2) |
43, Playback resolution SMP/3MP
"1O80P /UXGA /T20P /NGA /4CIF |
[DCLEF 2CTF /CIF /QCITF '
44. Synchronous playback: 16-ch
45. Hard disk (SATA) 4 SATA interiaces
46. eSATA | @SATA intertace
47, Capacity: Up1o 4TI capacity for en
HDD
48. Network interface: | RJ-45 10 /]
b 1000 Mbps self-adaptive Ethernet
! 49, Serial interface: RS-232; RS-485
: Keyboard
- 50. USB Interface: 3 = USB 2.0
S1. Alarm in: 16
52. Alarm out: 4
53. Power supply: 100 ~ 240 VAC, 6.3 A. 50
- 60 Hz
34, Power Consumption: (without ’
hard disk) <45 W
55. Working temperature: -10 °C ~ +33 %(
b 56. Working humidity: 10 % ~90 %
57. Chassis 1 9-inch rack-mounted
| .3U ¢chassis
. 58, Dimensions (W = [) = ) 445 = 390

* * 70 mm

59. Weight< 4 Kg (8.82 Ib) ( without har:

L1|'|]‘, )
Hard Disk Surveillance grade
|
|. Formatted capacity 4 TB
I b . . - 2 .
2. Form factor 3.5+«inch 10 il -
- . . . ) ; ~ C 2
~ 3. Advanced Format (AF) Yes [ units &S |5 .
H. RoHS compliant Yes
5. Data transfer rate (max)
6. Buffer to host 6 Gb/s




Tender 4 MEZ/O320]5-10

EQUIVALENT

8 | Display Technology LED

[ 22D/3D 2D

| 3Internet Enabled No

I 4 Refresh Rate EMR [20Hz
5.Aspect Ratio 16:9
6.Resolution 720p or higher
7.Energy Grade LEnergy Star
8.Category LED TN
9:Brightness (cd/m2) 250

10, Contrast Ratio 1200:1 or better

[, Response Time 6.5ms
: 2. Viewing Angle (H/V) 1 70°/1 7
ﬁ 13, Life Time >30,000hrs (min) |
1 14 Colors 16.7M §ounit '
‘I! I3 Speakers Integrated speakurs .G '\J;{lu‘
(Bottom side) '
16, \udio Mewer Output SW4IW
A‘[ 17 SRS True Surreund 1D Yes
(8 DA 2
3 . 9.  USB '. N ES &
20 AV I |
AV it |
h 2. RI I
Camponent (Y/1'b/Pr)
24 VGA I
25.  SPDIF Couxial
20, 3D Glasses No |
27.. Power Supply AC 220V 30/601 [z |
‘ 28.  Power Consumption - TV on 30W
20, Power Consumption = Standby
<(.5W

Pape 12 of |
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32 GB KINGSTON or Equivalent

{ -'apal.‘iliesj: 32 GB. Must waork with
HIKVISION 1.3 MPIP camera or
Equipment

4MB/s or higher)

¢ Dimensions: | lmm x [3mm x [mim
I'e Operating temperature; -25° C 1o 85

Storage temperature: -40° C 1o 857 (
Voltage: 3.3

Compliant: with the SD Card Associatio

specification

Compatible: with micro SDHC/SDXC he

devices only
Reliable: lifetime warranty

I'otal

17% GST

loral .

. L
Amount Rupees (in words) va_

Total Amount

e Speed”:Class 4 or above (Data writing speed

It

i\*\.\&x\ga W WNhwee e

- - {
s ‘L&q{ DOWO W oS, z

General Instructions:-

ler it NHEID Tl
\ ' o \

|
D
o

> ,2 (a1 §

All the items should be available in ready stock and displayed in front of the

end user,

No un marked items acceptable

No Neutral version and Chinesc version aceeptable.

Supplier should have office located i Karachi

[tems should have local warranty

7
.’, ;
/

Stamyr & Sipnature
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